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Measurements 
Stage width 5m 
Stage depth 5m
Stage height 0,40m

House with 10m
House depth 10m
House clearence 3,40m

Capa. 200ppl
Risers 4x 2x1m Legs 40cm

1x Fronttruss 5m ( 2 point ) 
1x Backtruss 5m ( 2 point )
Blackrobe Left, Right and Back

Lightspecs 
ZERO 88 24FLXS Light Console ( ART NET ) 
12x 18w8 RGBW LED Can
4x Martin WASH 301  
3x Cameo 600 Watts RGBW LED Wash 
5x Cameo TS 40 LED Watts Theater Spots 3200K 
1x Smoke Factory Tour Hazer 
8x 2m Pixel Rail LED Stripes  
2x 2x100 Watt LED Eurolite Blinder 
20x Cameo 7x3 Par LED ( Venue Light ) 
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Soundspecs
Main 2x Adamson Point 15 LF 15“ HF 1,4“
Nearfill 2x Adamson Point 8 LF 8“ HF 1.7“
Subs 2x Adamson A218 front loaded Sub

Amping 1x LAB PLM 10000 Q Dolby Lake  
1x LAB IPD 2400

Total 12400 Watts 

Desk Allen&Heath Avantis + 2x DX1608        
Stagebox 96khz 
( opt. Dante Card ) 

Audio Distribution: 
House controlling via DBX ZonePro 1260

Monitors 6x 12“ Coaxial Wedges 
+ 1x18“ & 15“ Drumfill
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Microphones & Audiotools: 
Shure 1x Beta 52 

1x Beta 91
4x SM 57
5x SM 58
2x QLXD Wireless w. SM58 HEAD ( opt. )  

Audix 1x i5
Sennheiser 3x e604

3x e614
Palmer DI´s 8x  

DJ Equipment 

Desk 2x Technics MKII
Mixer 1x Pioneer DJM 800


